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PROCEDURE

Arrival

1 Parking of Company vehicles on site and placement of plant is to be agreed with the site supervisor and shall not limit site access or egress for site customers, or contractors, or cause a hazard to pedestrians or road users.

2 Upon arrival at site, team leader to present him/herself to the site supervisor or agent. The team leader shall inform the site supervisor of the works to be affected as detailed on the job sheet supplied. He/She shall also detail the masking and temporary site closure arrangements which are required to complete the re-imaging within approved guidelines.

3 Should the scope of works extend beyond that outlined in the job documentation, or should the site manager require any amendment to the approved procedure for the works then the team leader will make contact with the company for sanction. A variation sheet will subsequently be signed by the client’s representative to conform authorisation of any works additional to that agreed on the estimate. 

Where contact cannot be made with the company, a variation sheet is to signed by the site manager to confirm authorisation, and works may continue unless the team leader considers personnel, non personnel, company or client property to be at risk as a result of these variations.

  Preparation
1 Prior to works commencing, the area adjacent to works will be coned off or isolated  by sheeting to redirect the route of public access where required.

2 Where racks or goods are  adjacent  to  the  areas  to  be  worked  e.g, spraying 

cleaning or polishing interior surfaces, then these shall be moved to a safe area  

arranged with the site supervisor, prior to any works commencing.

3 All areas of remaining coating are to be removed where possible. Wherever possible, loose flaking areas of paint are to be removed  with scrapers. Where sanding is required , adequate measures must be taken to reduce dust contamination, filter masks must be worn by all company personnel on site and care must be taken to ensure that all site personnel and members of the public are kept distant from any dust source.

Coating

1 Abrading to key is to be performed before each coat of paint.

2 Paint is be spray, brush or roller applied. Site supervisor is to be informed when spraying will begin. Unless it is possible to isolate the area of coating, or for persons on site to maintain an appropriate distance, the site will then be closed for the period of spraying, and until the coating is touch dry. All air conditioning, heating or other equipment which generates an air flow is to be isolated. Staff and public will be required to leave any areas which might be affected by solvent vapours.

Any significant delays to the commencement of work, revision of procedures or additional works which are ordered  by the site supervisor will be confirmed with the company  by the team leader , and the site manager will be asked to authorise by signing a Variation sheet.(See Arrival 2 for more on the use of variation sheets)

Spray applied Coatings are to be applied to a Wet Film Thickness and Dry Film Thickness as approved by the manufacturer.

Following  completion of Coating Works.
1 Where any paint works have been  completed,  the  company WET PAINT  sign   

Shall be affixed to the inside of the closest relevant surface. Prior to affixing, all available information is to be inserted.

2 Following completion of the works each day, all redundant hardware shall be removed . Paint and general waste shall be removed from the site and disposed of in accordance with the manufacturers recommendations. No waste caused as a direct result of these works shall be left on site.     


3 The team leader shall inspect the works with the site supervisor and, upon agreement of satisfactory completion, obtain a signature to that affect on the completion note.
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